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by first cutting the stem down about t"& of an inch, and then,
with the dog-legged tool, render the upper part rough by"
working the tool from bottom to top, and then from side
to side; now, with the same tool, dig out a portion of the
wood here and there to give a tree-like form.

The arch of the bridge may next be formed by clearing
away sufficient wood to leave the arch open; the bridge
may, if'necessary, be cut still deeper (taking care not to
cut through to the back) to increase the distance, and the
stonework of the bridge may be represented by short
cuts with the graver. In order to add to the ruggedness
of the old bridge, the surface may be scraped over with
the point of a broken file applied in a horizontal position.
The tower should also be roughened by scraping or
scratching with a broken file, and when 'this is done', the
cross, or window, may be cut with the graver, and the
castellated capital formed by aid of the small square
sculpter. Having progressed thus far, the picture should
be carefully examined, and all defects of drawing rectified.
Bearing in mind that the tower is round, b6th the base and
the capital must be' neatly rounded to give the desired
effect, and to aid the general effect *of the picture.

The border-.of the brooch, as we will now call it, is our
next -consideration, and this may be formed in many
designs, one of the neatest being that shown in the sketch.
After carefully filing the border to the proper shape, the
face and edge may be rendered still' smoother by means
of very fine glass-paper. The scroll is readily formed by
gently heating a small gouge, or the butt-end of an ordinary
steel pen, fixed in a cork, and pressing this into the wood at
the end of each curve, giving the tool a slight twist so as to
form the turn of the scroll, as in the sketch. When this is